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S.L.A. Surface
S.L.A. (Sandblasting with Large grit and Acid etching) 

•     Higher bone-to-implant contact
•     Faster bone formation on the surface

In vivo test
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NR Line Characteristics

Abutment screw
∙ Ø1.9 hole size for occlusion

Ø1.9 Ø1.9

Ø1.6

NR Line
Dual Abutment

Narrow, but strong
∙  Body Ø3.1 fixture is very useful for 
narrow ridge

∙  Good for high occlusal stress

Hybride zone for 
bone & soft tissue 
∙ Compatible with bone & tissue level 
∙ Stress free GBR

Extended thread design

∙  Extended thread design helps 
increase the initial stability

Simple GBR
∙ Minimize bone and gingival resorption

Bone level Tissue level

Firm & stable connection
(Internal 10° taper & square shape)

∙ Less screw, abutment & fixture fracture

∙  10˚ taper & square shape between implant 
and abutment interface ensures tight sealing

∙ Square connection
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 3.2 3.6 3.6 4.3 5.0 6.0

 3.1 3.1  3.6 4.3 5.0 5.0

  2.0 2.0 2.0 2.0 2.0

 0.03 1.0 0.05 0.25 0.45 0.70

 Anterior Anterior Premolar Molar Molar Molar

NR Line Color Coding by Diameter

Color Coding by Diameter

Cap Color

Selection Guideline

Fixture
NR Line

 

A
Platform
Diameter

C
L: 7B

Bevel
Height

C
L: 7, 9, 11, 13

Bevel
Height

B
Body

Diameter

 Yellow Yellow Green Blue Red Red

A

C

B
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NR Line Fixture
Unit: mm, Scale 1 : 1.5

※ Note: To prevent damage to the Implant driver or fixture, do not over torque during fixture insertion

L

L

Ø 3.1

Ø 3.1

09

09

11

11

13

13

07

0707

 олеТ Ø 3.1   | амрофталП  Ø 3.2

 олеТ Ø 3.1   | амрофталП  Ø 3.6

 L Art. No.

 7 GFX 30 07 S

 9 GFX 30 09 S

 11 GFX 30 11 S

 13 GFX 30 13 S

 L Art. No.

 7 GFX 30 07 B

 7 GFX 30 07

 9 GFX 30 09

 11 GFX 30 11

 13 GFX 30 13

L

Ø 3.6

09 11 130707
 олеТ Ø 3.6   | амрофталП  Ø 3.6

 L Art. No.

 7 GFX 36 07 BS

 7 GFX 36 07 S

 9 GFX 36 09 S

 11 GFX 36 11 S

 13 GFX 36 13 S
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※ Note: To prevent damage to the Implant driver or fixture, do not over torque during fixture insertion

L

Ø 4.3

09 11 130707
 олеТ Ø 4.3   | амрофталП  Ø 4.3

 L Art. No.

 7 GFX 43 07 BS

 7 GFX 43 07 S

 9 GFX 43 09 S

 11 GFX 43 11 S

 13 GFX 43 13 S

NR Line Fixture
Unit: mm, Scale 1 : 1.5

09 11 130707
 олеТ Ø 5.0   | амрофталП  Ø 6.0

 L Art. No.

 7 GFX 50 07 BW

 7 GFX 50 07 W

 9 GFX 50 09 W

 11 GFX 50 11 W

 13 GFX 50 13 W

L

Ø 5.0

L

Ø 5.0

09 11 130707
 олеТ Ø 5.0   | амрофталП  Ø 5.0

 L Art. No.

 7 GFX 50 07 BS

 7 GFX 50 07 S

 9 GFX 50 09 S

 11 GFX 50 11 S

 13 GFX 50 13 S
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Cover Screw
Unit: mm, Scale 1 : 1.5

GCS36 and GFX3609S

Ø 3.5

 Application (Body Ø) Art. No.

 Ø3.1S GCS 30

 Ø3.1 / Ø3.6S / Ø4.3S / Ø5.0S / Ø5.0W GCS 36

Cover Screw
Ø3.5Ø3.1

※Square driver:  Use no more than 5N·cm torque when screwing a cover screw to a fixture 
If square is worn, slot on the head of the product can be used to rotate it
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Healing Abutment
Unit: mm, Scale 1 : 1.5• Single use only

 ртемаиД Ø 3.1 / Ø 3.6

 G/H Art. No.

 3.5  GBHA 31 35

 0.5 GBHA 36 05

 2.0 GBHA 36 20 

Ø 2.0

Ø 3.6
Ø 3.6

3.5

0.5
2.0

 ртемаиД Ø 3.7

 0.5 3.0 GHAB 37 05 30

 1.5 2.5 GHAB 37 15 25

 3.5 4.5 GHAB 37 35 45

 5.5 6.5 GHAB 37 55 65

 G/H H Art. No.

Ø 3.7

3.0
0.5

Ø 3.7

2.51.5

Ø 3.7

4.53.5

Ø 3.7

6.55.5

ØртемаиД  4.3

 0.5 3.0 GHAB 43 05 30

 1.5 2.5 GHAB 43 15 25

 3.5 4.5 GHAB 43 35 45

 5.5 6.5 GHAB 43 55 65

 G/H H Art. No.

Ø 4.3

3.0
0.5

Ø 4.3
Ø 4.3

Ø 4.3

2.51.5
4.53.5

6.55.5

 ртемаиД Ø 5.5

 0.5 3.0 GHAB 55 05 30

 1.5 2.5 GHAB 55 15 25

 3.5 4.5 GHAB 55 35 45

 5.5 6.5 GHAB 55 55 65

 G/H H Art. No.

Ø 5.5
3.0

0.5

Ø 5.5
Ø 5.5

Ø 5.5

2.51.5
4.53.5

6.55.5

※Square driver:  Use no more than 5N·cm torque when screwing a cover screw to a fixture 
If square is worn, slot on the head of the product can be used to rotate it

Ø 4.3

G/H 3.5 H 4.5 

GHAB433545 and GFX3609S
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Healing Abutment
Unit: mm, Scale 1 : 1.5• Single use only

 ртемаиД Ø 7.5

 4.0 4.0 GHAB 75 40 40

 G/H H Art. No. 

※Square driver:  Use no more than 5N·cm torque when screwing a cover screw to a fixture 
If square is worn, slot on the head of the product can be used to rotate it

Ø 7.5

4.0

Ø 8.5

Ø 9.5

4.0

4.0

 ртемаиД Ø 8.5

 ртемаиД Ø 9.5

 4.0 4.0 GHAB 85 40 40

 G/H H Art. No.

 4.0 4.0 GHAB 95 40 40

 G/H H Art. No.

 ртемаиД Ø 6.5

 0.5 3.0 GHAB 65 05 30

 1.5 2.5 GHAB 65 15 25

 3.5 4.5 GHAB 65 35 45

 5.5 6.5 GHAB 65 55 65

 G/H H Art. No.

Ø 6.5
3.0

0.5

Ø 6.5
Ø 6.5

Ø 6.5

2.51.5
4.53.5

6.55.5
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кечаплок йынчопелС
(Burn-Out Cylinder, Comfort Cap, Abutment Holder)

Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 18

Prosthetic Procedure 1

Dual Abutment 

Closed Tray Technique

яицаскиф яантнемеЦ

яицакифидоМ

Abutment Level Impression

голанА
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 18

немтаба йонйовД
Square / Round 

Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 14, 15, 16, 17

Impression Technique and Restoration Selection

кечаплок йынтищаЗ
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 18
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al Abutment [Square]
Unit: mm, Scale 1 : 1.5

 G/H Art. No.

 0.5 GDAB 37 05 AS(H)

 1.0 GDAB 37 10 AS(H)

 2.0 GDAB 37 20 AS(H)

 3.0 GDAB 37 30 AS(H)

 4.0 GDAB 37 40 AS(H)

 5.0 GDAB 37 50 AS(H)

 G/H Art. No.

 0.5 GDAB 43 05 BAS(H)

 1.0 GDAB 43 10 AS(H)

 2.0 GDAB 43 20 AS(H)

 3.0 GDAB 43 30 AS(H)

 4.0 GDAB 43 40 AS(H)

 5.0 GDAB 43 50 AS(H)

0.5 1.0 2.0 3.0 4.0 5.0

 ртемаиД Ø3.7   |   Square

 ртемаиД Ø4.3   |   Square

G/H

G/H

5.5

• Abutment screw is included

0.5 1.0 2.0 3.0 4.0 5.0G/H

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

G/H 2.0

5.5

Ø 5.5

GDAB5520AS and GFX3609S

G/H

5.5

User
(С четырёхгранником)
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Dual Abutment [Square]

0.5 1.0 2.0 3.0

4.0 5.0

G/H

0.5 1.0 2.0 3.0

4.0 5.0

G/H

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

 G/H Art. No.

 0.5 GDAB 55 05 BAS(H)

 1.0 GDAB 55 10 AS(H)

 2.0 GDAB 55 20 AS(H)

 3.0 GDAB 55 30 AS(H)

 4.0 GDAB 55 40 AS(H)

 5.0 GDAB 55 50 AS(H)

 G/H Art. No.

 0.5 GDAB 65 05 BAS(H)

 1.0 GDAB 65 10 AS(H)

 2.0 GDAB 65 20 AS(H)

 3.0 GDAB 65 30 AS(H)

 4.0 GDAB 65 40 AS(H)

 5.0 GDAB 65 50 AS(H)

 ртемаиД Ø5.5   |   Square

 ртемаиД Ø6.5   |   Square

G/H

5.5

G/H

5.0

Unit: mm, Scale 1 : 1.5• Abutment screw is included



NR Line Product Catalog16

Dual Abutment [Ro

 G/H Art. No.

 0.5 GDAB 37 05 AR(H)

 1.0 GDAB 37 10 AR(H)

 2.0 GDAB 37 20 AR(H)

 3.0 GDAB 37 30 AR(H)

 4.0 GDAB 37 40 AR(H)

 5.0 GDAB 37 50 AR(H)

 G/H Art. No.

 0.5 GDAB 43 05 BAR(H)

 1.0 GDAB 43 10 AR(H)

 2.0 GDAB 43 20 AR(H)

 3.0 GDAB 43 30 AR(H)

 4.0 GDAB 43 40 AR(H)

 5.0 GDAB 43 50 AR(H)

0.5 1.0 2.0 3.0 4.0 5.0

 ртемаиД Ø3.7   |   Round

 ртемаиД Ø4.3   |   Round

G/H

G/H

5.5

0.5 1.0 2.0 3.0 4.0 5.0G/H

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

GDAB5220AR and GFX3609S

G/H

5.5

G/H 2.0

5.5

Ø 5.5

Unit: mm, Scale 1 : 1.5• Abutment screw is included

User
(без четырёхгранника)
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Dual Abutment [Round]

0.5 1.0 2.0 3.0

4.0 5.0

G/H

0.5 1.0 2.0 3.0

4.0 5.0

G/H

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

 G/H Art. No.

 0.5 GDAB 55 05 BAR(H)

 1.0 GDAB 55 10 AR(H)

 2.0 GDAB 55 20 AR(H)

 3.0 GDAB 55 30 AR(H)

 4.0 GDAB 55 40 AR(H)

 5.0 GDAB 55 50 AR(H)

 G/H Art. No.

 0.5 GDAB 65 05 BAR(H)

 1.0 GDAB 65 10 AR(H)

 2.0 GDAB 65 20 AR(H)

 3.0 GDAB 65 30 AR(H)

 4.0 GDAB 65 40 AR(H)

 5.0 GDAB 65 50 AR(H)

 ртемаиД Ø5.5   |   Round

 ртемаиД Ø6.5   |   Round

G/H

5.5

G/H

5.0

Unit: mm, Scale 1 : 1.5• Abutment screw is included
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Abutment Level Impression Components
Unit: mm, Scale 1 : 1.5

Ø 3.7 Ø 4.3 Ø 5.5

 Ø3.7 GADH 37

 Ø4.3 GADH 43

 Ø5.5 GADH 55

 Ø6.5 GADH 65

  AртемаиД rt. No.

кечаплок йынчопелС
Ø 6.5

Ø 3.7 Ø 4.3 Ø 5.5

 Ø3.7 GCAN 37

 Ø4.3 GCAN 43

 Ø5.5 GCAN 55

 Ø6.5 GCAN 65

 Diameter Art. No.

голанА
Ø 6.5

Ø 3.7 Ø 4.3 Ø 5.5
 Ø3.7 GCC 37

 Ø4.3 GCC 43

 Ø5.5 GCC 55

 Ø6.5 GCC 65

  AртемаиД rt. No.

кечаплок йынтищаЗ

Ø 6.5
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Prosthetic Procedure 2

Dual / Dual Milling / Angled / Metal-Casting / Temporary Abutment 

Fixture Level Impression

Impression Coping Transfer
Square / Round 
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 22, 23

 йонйовД
тнемтабА

Square / Round 
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 14, 15, 16, 17

голанА
Ø3.5 / Ø4.3
Page 21, 23

Impression Technique and Restoration Selection

Angled
Abutment

Square / Round 
15° / 25° 

Ø3.7 / Ø4.3 / Ø5.5

Page 26, 27, 28, 29

Metal-Casting
Abutment

Square / Round 
Ø3.7 / Ø4.3

Page 30

Temporary
Abutment

Square / Round 
Ø3.7 / Ø4.3

Page 31

Square Round
Square Round

Impression Coping Pick-up
Square / Round 
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 20, 21 

Closed Tray Technique
(Simple case)

Open Tray Technique
(Complication case)

яицаскиф яантнемеЦ

яицакифидоМ

яицаскиф яантнемеЦ

яицакифидоМ

Dual Milling
Abutment

Square / Round 
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Page 24, 25
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Fixture Level Impression Coping
Unit: mm, Scale 1 : 1.5• Impression coping screw is included with Impression coping

Impression Coping Pick-up Ø 3.7

 Size Type Art. No.

 Short Square GDPU 37 11 S

 Short Round GDPU 37 11 R

 Middle Square GDPU 37 13 S

 Middle Round GDPU 37 13 R

 Long Square GDPU 37 15 S

 Long Round GDPU 37 15 R

Ø 3.7

Square

11.0

17.0

Ø 3.7

Square

13.0

19.0

Ø 3.7

Square

15.0

21.0

Ø 3.7

Round

15.0

21.0

Ø 3.7

Round

13.0

19.0

Ø 3.7

Round

11.0

17.0

Ø 4.3

Square

11.0

17.0

Ø 4.3

Square

13.0

19.0

Ø 4.3

Square

15.0

21.0

Ø 4.3

Round

21.0

Ø 4.3

Round

13.0

19.0

Ø 4.3

Round

11.0

17.0

Ø 5.5

Square

11.0

17.0

Ø 5.5

Square

13.0

19.0

Ø 5.5

Square

15.0

21.0

Ø 5.5

Round

15.0

21.0

Ø 5.5

Round

13.0

19.0

Ø 5.5

Round

11.0

17.0

Impression Coping Pick-up Ø 4.3

 Size Type Art. No.

 Short Square GDPU 43 11 S

 Short Round GDPU 43 11 R

 Middle Square GDPU 43 13 S

 Middle Round GDPU 43 13 R

 Long Square GDPU 43 15 S

 Long Round GDPU 43 15 R

Impression Coping Pick-up Ø 5.5

 Size Type Art. No.

 Short Square GDPU 55 11 S

 Short Round GDPU 55 11 R

 Middle Square GDPU 55 13 S

 Middle Round GDPU 55 13 R

 Long Square GDPU 55 15 S

 Long Round GDPU 55 15 R
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22.0

Fixture Level Impression Coping
Unit: mm, Scale 1 : 1.5• Impression coping screw is included with Impression coping

Impression Coping Pick-up Ø 6.5

 Size Type Art. No.

 Short Square GDPU 65 11 S

 Short Round GDPU 65 11 R

 Middle Square GDPU 65 13 S

 Middle Round GDPU 65 13 R

 Long Square GDPU 65 15 S

 Long Round GDPU 65 15 R

24.0

26.0

Impression Coping Pick-up Screw

 Size Art. No.

 Short GDPS 11

 Middle GDPS 13

 Long GDPS 15

Short

Middle

Long

Ø 6.5

Square

11.0

17.0

Ø 6.5

Square

13.0

19.0

Ø 6.5

Square

15.0

21.0

Ø 6.5

Round

15.0

21.0

Ø 6.5

Round

13.0

19.0

Ø 6.5

Round

11.0

17.0

Analog

12.012.0

Ø 4.3Ø 3.5

 Ø3.1S GDANR 30

 Ø3.1 / Ø3.6S / Ø4.3S / Ø5.0S / Ø5.0W GDANR 36

 Application (Body Ø) Art. No.
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Fixture Level Impression Coping

Impression Coping Transfer Ø 3.7

 Size Type Art. No.

 Short Square GDTF 37 11 S

 Short Round GDTF 37 11 R

 Middle Square GDTF 37 13 S

 Middle Round GDTF 37 13 R

 Long Square GDTF 37 15 S

 Long Round GDTF 37 15 R

Impression Coping Transfer Ø 4.3

 Size Type Art. No.

 Short Square GDTF 43 11 S

 Short Round GDTF 43 11 R

 Middle Square GDTF 43 13 S

 Middle Round GDTF 43 13 R

 Long Square GDTF 43 15 S

 Long Round GDTF 43 15 R

Impression Coping Transfer Ø 5.5

 Size Type Art. No.

 Short Square GDTF 55 11 S

 Short Round GDTF 55 11 R

 Middle Square GDTF 55 13 S

 Middle Round GDTF 55 13 R

 Long Square GDTF 55 15 S

 Long Round GDTF 55 15 R

Ø 3.7

Square

11.0

Ø 3.7

Round

11.0

Ø 3.7

Square

13.0

Ø 3.7

Square 

15.0

Ø 3.7

Round

15.0

Ø 3.7

Round

13.0

Ø 4.3

Square

11.0

Ø 4.3

Round

11.0

Ø 4.3

Square

13.0

Ø 4.3

Square  

15.0

Ø 4.3

Round

15.0

Ø 4.3

Round

13.0

Ø 5.5

Square

11.0

Ø 5.5

Round

11.0

Ø 5.5

Square 

13.0

Ø 5.5

Square

15.0

Ø 5.5

Round

15.0

Ø 5.5

Round

13.0

Unit: mm, Scale 1 : 1.5• Impression coping screw is included with Impression coping
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Fixture Level Impression Coping

Impression Coping Transfer Ø 6.5

 Size Type Art. No.

 Short Square GDTF 65 11 S

 Short Round GDTF 65 11 R

 Middle Square GDTF 65 13 S

 Middle Round GDTF 65 13 R

 Long Square GDTF 65 15 S

 Long Round GDTF 65 15 R

Impression Coping Transfer Screw

 Size Art. No.

 Short GDTS 11

 Middle GDTS 13

 Long GDTS 15

16.3

18.3

20.3

Short

Middle

Long

Ø 6.5

Square

11.0

Ø 6.5

Round

11.0

Ø 6.5

Square

13.0

Ø 6.5

Square

15.0

Ø 6.5

Round

15.0

Ø 6.5

Round

13.0

Analog

12.012.0

Ø 4.3Ø 3.5

 Ø3.1S GDANR 30

 Ø3.1 / Ø3.6S / Ø4.3S / Ø5.0S / Ø5.0W GDANR 36

 Application (Body Ø) Art. No.

Unit: mm, Scale 1 : 1.5• Impression coping screw is included with Impression coping
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Dual Milling Abutment
Unit: mm, Scale 1 : 1.5• Abutment screw is included

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

G/H 2.0

Ø 4.3

GMAB4320AS and GFX3609S

Diameter Ø 3.7

Square

 1.0 Square GMAB 37 10 AS

 1.0 Round GMAB 37 10 AR

 2.0 Square GMAB 37 20 AS

 2.0 Round GMAB 37 20 AR

 3.0 Square GMAB 37 30 AS

 3.0 Round GMAB 37 30 AR

 G/H Type Art. No.

Diameter Ø 4.3

 1.0 Square GMAB 43 10 AS

 1.0 Round GMAB 43 10 AR

 2.0 Square GMAB 43 20 AS

 2.0 Round GMAB 43 20 AR

 3.0 Square GMAB 43 30 AS

 3.0 Round GMAB 43 30 AR

 G/H Type Art. No.

Ø 3.7

1.0 1.0

Round

Ø 3.7

Square

Ø 3.7

2.0 2.0

Round

Ø 3.7

Square

Ø 3.7

3.0 3.0

Round

Ø 3.7

Square

Ø 4.3

Round

Ø 4.3

Square

Ø 4.3

Round

Ø 4.3

Square

Ø 4.3

Round

Ø 4.3

1.0 1.0 2.0 2.0 3.0 3.0
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Dual Milling Abutment

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Diameter Ø 5.5

 1.0 Square GMAB 55 10 AS

 1.0 Round GMAB 55 10 AR

 2.0 Square GMAB 55 20 AS

 2.0 Round GMAB 55 20 AR

 3.0 Square GMAB 55 30 AS

 3.0 Round GMAB 55 30 AR

 G/H Type Art. No.

Square

Ø 5.5

Round

Ø 5.5

Square

Ø 5.5

Round

Ø 5.5

Square

Ø 5.5

Round

Ø 5.5

Diameter Ø6.5

 1.0 Square GMAB 65 10 AS

 1.0 Round GMAB 65 10 AR

 2.0 Square GMAB 65 20 AS

 2.0 Round GMAB 65 20 AR

 3.0 Square GMAB 65 30 AS

 3.0 Round GMAB 65 30 AR

 G/H Type Art. No.

Square

Ø 6.5

Round

Ø 6.5

Square

Ø 6.5

Round

Ø 6.5

Square

Ø 6.5

Round

Ø 6.5

1.0 1.0 2.0 2.0

3.0 3.0

1.0 1.0 2.0 2.0

3.0 3.0

Unit: mm, Scale 1 : 1.5• Abutment screw is included
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Ø 4.3

Angled Abutment [15˚]

G/H 2.0

15˚

GAAB154320AS and GFX3609S

Ø 3.7 Ø 3.7

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Ø 3.7 Ø 3.7

Ø 3.7 Ø 3.7

Diameter Ø 3.7  |   Angled 15º

 G/H Type Art. No.

 1.0 Square  GAAB 15 37 10 AS

 1.0 Round GAAB 15 37 10 AR

 2.0 Square GAAB 15 37 20 AS

 2.0 Round GAAB 15 37 20 AR

 3.0 Square GAAB 15 37 30 AS

 3.0 Round GAAB 15 37 30 AR Square

1.0 1.0

Round Square Round

Square Round

2.0 2.0

3.0 3.0

Unit: mm, Scale 1 : 1.5• Abutment screw is included
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Angled Abutment [15˚]

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Ø 4.3 Ø 4.3 Ø 4.3 Ø 4.3

Ø 4.3 Ø 4.3

Square Round Square Round

Square Round

1.01.0 2.0 2.0

3.0 3.0

Diameter Ø 4.3  |   Angled 15º

 G/H Type Art. No.

 1.0 Square  GAAB 15 43 10 AS

 1.0 Round GAAB 15 43 10 AR

 2.0 Square GAAB 15 43 20 AS

 2.0 Round GAAB 15 43 20 AR

 3.0 Square GAAB 15 43 30 AS

 3.0 Round GAAB 15 43 30 AR

Ø 5.5 Ø 5.5 Ø 5.5 Ø 5.5

Ø 5.5 Ø 5.5

Square Round Square Round

Square Round

1.01.0 2.0 2.0

3.0 3.0

Diameter Ø 5.5  |   Angled 15º

Unit: mm, Scale 1 : 1.5• Abutment screw is included

 G/H Type Art. No.

 1.0 Square  GAAB 15 55 10 AS

 1.0 Round GAAB 15 55 10 AR

 2.0 Square GAAB 15 55 20 AS

 2.0 Round GAAB 15 55 20 AR

 3.0 Square GAAB 15 55 30 AS

 3.0 Round GAAB 15 55 30 AR
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Angled Abutment [25˚]

Ø 4.3

G/H 2.0

25˚

GAAB254320AS and GFX3609S

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Diameter Ø 3.7  |   Angled 25º

Ø 3.7 Ø 3.7 Ø 3.7 Ø 3.7

Ø 3.7 Ø 3.7

Square 

1.0 1.0

Round Square Round

Square Round

2.0 2.0

3.0 3.0

Unit: mm, Scale 1 : 1.5• Abutment screw is included

 G/H Type Art. No.

 1.0 Square  GAAB 25 37 10 AS

 1.0 Round GAAB 25 37 10 AR

 2.0 Square GAAB 25 37 20 AS

 2.0 Round GAAB 25 37 20 AR

 3.0 Square GAAB 25 37 30 AS

 3.0 Round GAAB 25 37 30 AR
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Angled Abutment [25˚]

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Ø 4.3 Ø 4.3 Ø 4.3 Ø 4.3

Ø 4.3 Ø 4.3

Square Round Square Round

Square Round

1.01.0 2.0 2.0

3.0 3.0

Diameter Ø 4.3  |   Angled 25º

Ø 5.5 Ø 5.5 Ø 5.5 Ø 5.5

Ø 5.5 Ø 5.5

Square Round Square Round

Square  Round

1.01.0 2.0 2.0

3.0 3.0

Diameter Ø 5.5  |   Angled 25º

Unit: mm, Scale 1 : 1.5• Abutment screw is included

 G/H Type Art. No.

 1.0 Square  GAAB 25 43 10 AS

 1.0 Round GAAB 25 43 10 AR

 2.0 Square GAAB 25 43 20 AS

 2.0 Round GAAB 25 43 20 AR

 3.0 Square GAAB 25 43 30 AS

 3.0 Round GAAB 25 43 30 AR

 G/H Type Art. No.

 1.0 Square  GAAB 25 55 10 AS

 1.0 Round GAAB 25 55 10 AR

 2.0 Square GAAB 25 55 20 AS

 2.0 Round GAAB 25 55 20 AR

 3.0 Square GAAB 25 55 30 AS

 3.0 Round GAAB 25 55 30 AR
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Ø 4.3

Metal Casting Abutment

Square

Square

Ø 3.7

Ø 4.3

1.0

1.0

1.0

1.0

Round

Round

Ø 3.7

Ø 4.3

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

G/H 1.0

GRAB43CS and GFX3609S

Metal-Casting Abutment

 G/H Type Art. No.

 1.0 Square GRAB 37 CS

 1.0 Round GRAB 37 CR

 1.0 Square GRAB 43 CS

 1.0  Round GRAB 43 CR

Unit: mm, Scale 1 : 1.5• Abutment screw is included
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Ø 4.3

Temporary Abutment

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture 

G/H 1.0

GRAB43TS and GFX3609S

Ti-Temporary Abutment

Square

 G/H Type Art. No.

 1.0 Square GRAB 37 T

 1.0 Round GRAB 37 T

 1.0 Square GRAB 43 T

 1.0 Round GRAB 43 T

Ø 3.7

12

Round

Ø 3.7

12

Square

Ø 4.3

12

Round

Ø 4.3

12

Unit: mm, Scale 1 : 1.5• Abutment screw is included.

1.0

1.0

1.0

1.0
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Prosthetic Procedure 3

Screw Abutment

Open Tray Technique Closed Tray Technique

Screw-Retained Restoration 

Abutment Level Impression

Screw Abutment
Ø5.0

Page 33

Analog
Ø5.0
Page 36

Angled Screw Abutment
Square / Round 

10° / 20°/ 30° 
Ø4.3

Page 34

Impression Coping Transfer
Ø5.0 

Page 35

Polishing Protector
Ø5.0

Page 35

Ti-Retaining Screw
Page 36

Impression Technique and Restoration Selection

Impression Coping Pick-up
Ø5.0

Page 35

Metal Cylinder
Ø5.0

Page 36

Burn-out Cylinder
Ø5.0

Page 36

Temporary Restoration

Ti-Temporary 
Cylinder
Ø5.0

Page 36

Ti-Cylinder
Ø5.0

Page 36
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 G/H Art. No.

Screw Abutment

Diameter Ø 5.0

 0.5 GSAB 50 05 BA

 1.0 GSAB 50 10 A

 2.0 GSAB 50 20 A

 3.0 GSAB 50 30 A

 4.0 GSAB 50 40 A

 5.0 GSAB 50 50 A  

Ø 5.0 Ø 5.0 Ø 5.0 Ø 5.0

Ø 5.0 Ø 5.0

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Unit: mm, Scale 1 : 1.5

Delivery Holder

G/H 2.0

Ø 5.0

GSAB5020A and GFX3609S

0.5 1.0 2.0 3.0

4.0 5.0
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Unit: mm, Scale 1 : 1.5

Angled Screw Abutment

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

20˚10˚

30˚

Square

Square

SquareRound

Round

Round

Base Abutment

 Ø4.3 10° GAOB 43 20 10 AS

 Ø4.3 10° GAOB 43 20 10 AR

 Ø4.3 20° GAOB 43 20 20 AS

 Ø4.3 20° GAOB 43 20 20 AR

 Ø4.3 30° GAOB 43 20 30 AS

 Ø4.3 30° GAOB 43 20 30 AR

 Diameter Angle Art. No. 20˚

Screw Cap

 1.0 GAOS 50 10 A

 2.0 GAOS 50 20 A

 3.0 GAOS 50 30 A

 G/H Art. No.

Healing Abutment

 G/H Art. No.

 1.0 GAOC 50 10 A

 2.0 GAOC 50 20 A

 3.0 GAOC 50 30 A

GAOSC1619

Screw

6.15

Ø 1.9

Ø 1.6

GAOS5010A and GAOB432020AS and GFX3609S

20˚

G/H 1.0
2.0

10˚

30˚

1.0

1.0

2.0

2.0

3.0

3.0
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Unit: mm, Scale 1 : 1.5

Screw Abutment Impression Components

Impression Coping Pick-up   |   Bridge Ø 5.0

Ø 5.0

15.0
9.0

 Diameter Art. No.

 Ø5.0 GSPU 50

 Diameter Art. No.

 Ø5.0 GSTF 50

 Diameter Art. No.

 Ø5.0 GSCC 50

 Diameter Art. No.

 Ø5.0 GSPP 50

Impression Coping Transfer   |   Bridge

Impression Coping Screw

 Type Art. No.

 Pick-up GSPS 09

 Transfer GSTS 09

Polishing Protector

Comfort Cap 
Ø 5.0

5.0

Ø 5.0
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Screw Abutment Impression Components
Unit: mm, Scale 1 : 1.5

Ti-Temporary Cylinder 

Ti-Cylinder

Ø 5.0

Ø 5.0

Burn-out Cylinder Ø 5.0 

Metal Cylinder

12.0

12.0

Ø 5.0 

12.0

Analog  Ø 5.0

12.0

GSRS 16 T

Ti-Retaining Screw 

Ø 1.6

Ø 1.9

 Diameter Art. No.

 Ø5.0 GSAN 50

 Diameter Art. No.

 Ø5.0 GSTC 50 AT

 Diameter Art. No.

 Ø5.0 GSTA 50 A

 Diameter Art. No.

 Ø5.0 GSBC 50

 Diameter Art. No.

 Ø5.0 GSGC 50 C
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Prosthetic Procedure 4

Overdenture Procedure
Mini Ball / Magnetic Attachment

Abutment Level Impression

Mini Ball Abutment
Ø3.5

Page 38

Implant Keeper
Ø4.5 /Ø5.5

Page 40

Mini Ball Impression Coping

Page 38

Socket Spacer

Page 38

Mini Ball and Socket Attachment
for Overdenture

Magnetic Attachment
for Overdenture

Mini Ball Analog

 Page 38

Mini Denture Socket
Page 38

Mini O-ring
Page 38

Magnetic Assay
Page 40

Impression Technique and Restoration Selection

Angled Mini Ball Abutment
Square / Round 

10° / 20°/ 30° 
Ø4.3

Page 39
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Mini Ball Attachment
Unit: mm, Scale 1 : 1.5

GICA

Mini Ball Impression Coping

BANL

Mini Ball Analog  

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Female Socket

Mini Ball Abutment

 G/H Art. No.

 1.0 GBAB 35 10

 2.0 GBAB 35 20

 3.0 GBAB 35 30

 4.0 GBAB 35 40

 5.0 GBAB 35 50

1.0

Ø 1.8

Ø 3.5

2.0

Ø 1.8

Ø 3.5

3.0

Ø 1.8

Ø 3.5

4.0

Ø 1.8

Ø 3.5

5.0

Ø 1.8

Ø 3.5

5.0

Ø 4.0

(BFS3) (BNO1) (BFS2) (BNO2)

Ø 4.05 Ø 4.85

2.9 3.3 
Art. No.

 BPF3 (300~500gf)

  BPF2 (500~700gf)

Socket Spacer

 
Art. No.

 GBIC3L
  GBIC2L

BPF3 and GBAB3520 and GFX3609S

G/H 2.0

Ø 4.05

GAOB5010A and GAOB432010AS and GFX3609S

(300~500gf) (500~700gf)



NR Line Product Catalog 39

Unit: mm, Scale 1 : 1.5

Angled Mini Ball Attachment

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Base Abutment

 Diameter Angle Art. No.

 Ø4.3 10° GAOB 43 20 10 AS

 Ø4.3 10° GAOB 43 20 10 AR

 Ø4.3 20° GAOB 43 20 20 AS

 Ø4.3 20° GAOB 43 20 20 AR

 Ø4.3 30° GAOB 43 20 30 AS

 Ø4.3 30° GAOB 43 20 30 AR

Mini Ball Cap

 G/H Art. No.

 1.0 GAOB 50 10 A

 2.0 GAOB 50 20 A

 3.0 GAOB 50 30 A

GAOSC1619

Angled Overdenture Screw

GAOB5010A and GAOB432010AS and GFX3609S

10˚

G/H 1.0
2.0

6.15

Ø 1.9

Ø 1.6

20˚10˚

30˚

Square

Square

SquareRound

Round

Round

20˚10˚

30˚

1.0 2.0 3.0



NR Line Product Catalog40

Magnetic Assay

G/H 2.0

Ø 4.5

2.0

MGT4520D and GMK4520D and GFX3609S

Retention Force  450gf Application Diameter H Art. No.

 MKP45D  Ø4.5 2.0 MGT 45 20 D

 MKP55D  Ø4.5 2.0 MGT 55 20 D
Retention Force  750gf

0.5

 G/H Art. No.

 1.0 GMK 45 10 D

 2.0 GMK 45 20 D

 3.0 GMK 45 30 D

 4.0 GMK 45 40 D

 5.0 GMK 45 50 D

Implant Keeper Diameter Ø 4.5

 G/H Art. No.

 1.0 GMK 55 10 D

 2.0 GMK 55 20 D

 3.0 GMK 55 30 D

 4.0 GMK 55 40 D

 5.0 GMK 55 50 D

Implant Keeper Diameter Ø 5.5

※Note: It is recommended to keep the torque level at 20 N·cm to tighten the dual abutment with fixture

Magnetic Attachment
Unit: mm, Scale 1 : 1.5

2.5 2.0

Ø 4.5

Ø 4.5 Ø 4.5 Ø 4.5 Ø 4.5 Ø 4.5

2.5 2.0

1.0 2.0 3.0 4.0 5.0

Ø 5.5 Ø 5.5 Ø 5.5 Ø 5.5 Ø 5.5

1.0 2.0 3.0 4.0 5.0

Ø 5.5
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GXLD 22 35

GXLD 22 29

GXMFPA GXMFPA

GXFH 30 35

GXFH 30 29 GXFH 36 29 GXFH 43 29 GXFH 50 29

GXFH 36 35 GXFH 43 35 GXFH 50 35

Surgical Kit

FINAL

FINAL(S) FINAL(S)

FIRST

FIRST(S)

MF PATH
PIN

MF TOOL
H/P

SQUARE
DRIVER

DRILL
EXT

MF PATH
PIN

PARALLEL
PIN

MF TOOL
T/W

SQUARE
DRV. H/P

PARALLEL
PIN

FINAL

RA
TC

HE
T

G/H  1.0 2.0 3.0 4.0 5.0     15  13  11  9  7  5  DEPTH

D
EP

TH
 G

AU
GE

3.0

FINAL

FINAL(S) FINAL(S)

COUNTER
SINK(           )

5.0

6.0

FINAL

4.33.6

NRLine Surgical Kit

Kit includes

GXIFK

GXDGL GXRCA

XDE

GXCS 50 29 W

GXPP 16 22 43 GXPP 16 22 43

GXSD 25 H

GXSD 25 W

GXID 30 H

GXID 26 W
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13

11

09

07

05

GXLD 22 35 GXFH 30 35

GXFH 43 35

GXFH 36 35

GXFH 50 35

GXDST 13 GXDST 11 GXDST 09 GXDST 07 GXDST 05

13

GXDST 13 L

11

GXDST 11 L

09

GXDST 09 L

07

GXDST 07 L

05

GXDST 05 L

Stopper Kit

NRLine Stopper Kit

Kit includes

GXDS
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GXSD 15 W GXSD 21 W GXSD 28 W

Prosthetic Kit

NRLine Prosthetic Kit

Kit includes

GXNP

GXBA 21WGXSA 21W

GXNTW
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Drill

First Guide Drill

 Diameter L Art. No.

 Ø2.6 29 GXLD 22 29

 Ø2.6 31 GXLD 22 31

 Ø2.6 35 GXLD 22 35

Final Drill

 Diameter L Art. No.

 Ø2.95 29 GXFH 30 29

 Ø3.35  29 GXFH 36 29

 Ø3.95 29 GXFH 43 29

 Ø4.75 29 GXFH 50 29

※Note: Drill speed 1,000rpm, 30~45N·cm with irrigation

Final Drill  

 Diameter L Art. No.

 Ø2.95 35 GXFH 30 35

 Ø3.35 35 GXFH 36 35

 Ø3.95 35 GXFH 43 35

 Ø4.75 35 GXFH 50 35

5 7 9 11 13

Ø 2.6

Ø 2.6

29

31

Ø 2.6

35

29

Ø 2.95

29

Ø 3.35

29

Ø 3.95

29

Ø 4.75         

Final Drill

 Diameter L Art. No.

 Ø2.95 31 GXFH 30 31

 Ø3.35 31 GXFH 36 31

 Ø3.95 31 GXFH 43 31

 Ø4.75 31 GXFH 50 31

31

Ø 2.95

31

Ø 3.35

31

Ø 3.95

31

Ø 4.75  

Ø 2.95

35

Ø 3.35

35

35

35

Unit: mm, Scale 1 : 1

Ø 3.95

Ø 4.75                             
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Drill
Unit: mm, Scale 1 : 1

※Note: Drill speed 1,000rpm, 30~45N·cm with irrigation

Countersink

 Diameter L Art. No.

 Ø6.0 29 GXCS 50 29 W 29

Ø 6.0

Final Drill   |   Option

 Diameter L Art. No.

 Ø2.95 35 GXFD 30 35

 Ø3.35 35 GXFD 36 35

 Ø3.95 35 GXFD 43 35

 Ø4.75 35 GXFD 50 35

Ø 2.95

35

Ø 3.35

35

35

35

Ø 3.95

Ø 4.75
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Instrument
Unit: mm, Scale 1 : 1

Stopper   |   For final drill 3035, 3635

 Drilling Depth L Art. No.

 13 5.6 GXDST 13

 11 7.6 GXDST 11

 9 9.6 GXDST 09

 7 11.6 GXDST 07

 5 13.6 GXDST 05

5.613 11 09 07 05

Ø 5.14

7.6

Ø 5.14

9.6

Ø 5.14

11.6 13.6

Ø 5.14 Ø 5.14

Stopper   |   For final drill 4335, 5035

 Drilling Depth L Art. No.

 13 5.6 GXDST 13 L

 11 7.6 GXDST 11 L

 9 9.6 GXDST 09 L

 7 11.6 GXDST 07 L

 5 13.6 GXDST 05 L

5.6

Ø 6.14

7.6

Ø 6.14

9.6

Ø 6.14

11.6 13.6

Ø 6.14 Ø 6.14

※Note: Drill speed 1,000rpm, 30~45N·cm with irrigation

Adapter

 Type L Art. No.

  27 GXID 27 H

 Hand-piece 30 GXID 30 H

  32 GXID 32 H

  24 GXID 24 W

 Ratchet 26 GXID 26 W

  29 GXID 29 W

29

26

24

13 11 09 07 05

32

27

30
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Unit: mm, Scale 1 : 1

Instrument

Parallel Pin

 Diameter L Art. No.

 Ø4.3 23.6 GXPP 162243

Path Pin

23.6

Ø 1.6

 L Art. No.

 17.3 GXMFPA
17.3

Ø 4.3

※Note: Drill speed 1,000rpm, 30~45N·cm with irrigation

Square Driver

 Type L Art. No.

  15 GXSD 15 W

  21 GXSD 21 W

  25 GXSD 25 W

  28 GXSD 28 W

 Hand-piece 25 GXSD 25 H
25

Ratchet
15

21

25

28

Drill Extension

 XDE

26
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Unit: mm, Scale 1 : 1

Instrument

Ratchet  

Adapter for Screw Abutment

Adapter for Ball Abutment

GXRCA

GXSA21W

GXBA21W

Torque Wrench  |  Scale 1 : 0.7 

GXNTW

Depth Gauge

GXDGL

※Note:  One side of Depth Gauge measures the 
osteotomy depth and the other side 
measures the gingival height from the top 
of the implant

21

21
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Prosthetic and Laboratory Instrument
Unit: mm, Scale 1 : 1

Reamer Guide for Dual Abutment

Art. No.

GDRG 37

GDRG 43

GDRG 55

GDRG 65

Reamer Guide for Screw Abutment

GSRG

Reamer

GSRM

Reamer Handle

CRH

3.7

4.3

5.5

6.5
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SURGICAL MANUAL

Surgical Drill Sequence 51
Drilling Depth Guide 53
Fixture Connection 56
Installation Procedure & Warnings 57
Surgical Kit Maintenance 58
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5 7 9 11 13

зерф аробыв мтироглА

 

Ø 2.4

:олеТ  Ø 3.1
 :амрофалП Ø3.6

:олеТ  Ø 3.1
 амрофталП Ø 3.2

:олеТ  Ø 3.6
:амрофталП  Ø 3.6

:олеТ  Ø 4.3
:амрофталП  Ø 4.3

:олеТ  Ø 5.0
:амрофталП  Ø 5.0

:олеТ  Ø 5.0
:амрофталП  Ø 6.0

5.0W

Ø 6.0Ø 2.67 Ø 3.15 Ø 3.75 Ø 4.55

User
Направляющая

        фреза

     Lindeman

User
Финишные фрезы

User
Кортикальная 

        фреза

User




Рекомендуемые режимы работы при установке имплантата: 30-45 Нсм, 20 об.мин.







• Кортикальные фрезы предназначены для рассверливания очень твёрдой кортикальной кости.







• Если кость имеет плотность 1 типа, рекомендуем перед каждой финишной фрезой рассверливать канал

соответствующей кортикальной фрезой.







• Наибольший размер кортикальной фрезы должен быть на 0.1 мм больше чем платформа имплантата.







• Если имплантат Ø 4.8 фиксируется неплотно, замените его на имплантат с более широкой платформой
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Depth 
Gauge

+0.5mm

9mm

Crestal 
Bone-0.5mm

User
Определение верхнего уровня имплантата

User
Верхний уровень импланта должен быть разсположен на 0.5 мм. ниже урвоня картикального слоя чтобы компенсировать потерю костной ткани после имплантации.

User
Измерение глубины ложа

User
• Измерьте глубину ложа после первого направляющего сверла



• При измерении прижмите глубиномер к боковой стенки ложа для более точного результата.
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)итсок ьневору( зерф яиненемирп ьтсоньлетаводелсоП

9mm

Ø 3.1

:олеТ  Ø 3.1 / амрофталП : Ø 3.2 (800~1,20 мбо 0  / 30~45N· мc )

GFX 3009 S

Ø3.1

Ø3.6

8mm

Ø 3.1

:олеТ  Ø  3.1 / амрофталП : Ø 3.6 (800~1,20 мбо0  / 30~45N· мc )

GFX 3009

Ø3.1

Ø3.6

Final drill 
Ø 3.6

Final drill 
Ø 3.1

First
guide drill

 :олеТ  Ø  3.6 / амрофталП : Ø 3.6

GFX 3609 S

Ø3.6

Ø3.6

9mm

(800~1,20 мбо0  / 30~45N· мc )

User
Направляющая

   Линдемана

User
Финишная

User
Финишная

User
Направляющая

   Линдемана
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GFX 4309 S

Ø4.3

Ø4.3

Body: Ø 4.3 / Platform: Ø 4.3

9mm

Final drill 
Ø 3.6

Final drill 
Ø 4.3

Final drill 
Ø 3.1

First
guide drill

(800~1,200rpm / 30~45N·cm)

Final drill 
Ø 3.6

Final drill 
Ø 4.3

Final drill 
Ø 5.0

Countersink 
Ø 5.0W

GFX 5009 W

Ø5.0

Ø6.0

Body: Ø 5.0 / Platform: Ø 6.0

9mm

Final drill 
Ø 3.1

First
guide drill

(800~1,200rpm / 30~45N·cm)

NFX 5009 S

Ø5  .0

Body: Ø 5.0 / Platform: Ø 5.0

9mm

Final drill 
Ø 3.6

Final drill 
Ø 4.3

Final drill 
Ø 5.0

Final drill 
Ø 3.1

First
guide drill

(800~1,200rpm / 30~45N·cm)

Ø5.0
GFX 5009 S

User
Последовательность применения фрез

								(уровень кости)
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9mm

• When there is bone loss, it can be applied with tissue level.

•  When implanting with tissue level, only countersink can be omitted  
in the process of bone level drilling.

• Compatible with bone & tissue level

Hybrid zone for bone & soft tissue

Final drill 
Ø 3.6

Final drill 
Ø 3.1

First
guide drill

GFX 3609 S

Ø3.6

Ø3.6

User
Руководство по глубине бурения (уровень ткани)
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 Hand-piece 
Adapter 

Ratchet 
Adapter

Connection

User
Установка имплантата

User
Внимание! После вскрытия внутренней стерильной упаковки расположите ампулу с имплантатом колпачком кверху, снимите

колпачок и извлеките имплантат из ампулы, захватив его установленным в храповый ключ или наконечник адаптером.

User
Адаптеры для захвата имплантата рабочим инструментом.

User
Вкручивание в кость с помощью

наконечника физиодиспесера

20 об.мин. / 35 Нсм.

User
Вкручивание в кость с помощью

храпового ключа

User
Вкручивание в кость с помощью

храпового ключа

User
Имплантат установлен.



User
Для надёжного захвата имплантата инструментом наконечник адаптера необходимо максимально плотно внедрить в шестигранный шлиц имплантата.



5.Установка формирователя десны

Формирователь десны

Вкручивание наконечником физиодиспенсера
не более 100 об.мин. / 10Нсм

Подбор и установка формирователя десны

3.0 5.0 4.0
7.0

Абатмент

1.5

2.5

3.5

4.5

5.5

Формирователь десны

2.0 3.5

Абатмент

1.5

2.5

3.5

4.5

5.5

Формирователь десны Абатмент

1.5

2.5

3.5

4.5

5.5

Формирователь десны

Подбор абатмента и формирователя десны в соответствие с высотой десны

H  - высота десныд

H  - высота абатмента

Вкручивание шестигранной отвёрткой

Hд H Hд H Hд H

15 Руководство. Имплантационная система Dentium

Операционная рана ушитаФормирователи десны установлены
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Installation Procedure & Warnings

 

 

  

  

    

Healing Abutment connection By square driver Healing Abutment (GHAB371525)
connection in thin gingiva

User
Вкручивание заглушки шестигранной

	отвёрткой

User
     Двухэтапная операция:

имплантат закрыт заглушкой

User
	



Вкручивание винтов-заглушек

допустимо наконечником физиодиспенсера

с параметрами 100 об.мин. / 5 Нсм

User
Винт-заглушка

User
Формирователь десны

User
Установка формирователя десны

шлицевой отверткой.

User
Винт-заглушка удаляется через 2-6 месяцев.

Над областью установки имплантата производится разрез равный диаметру платформы имплантата.

Винт-заглушка выкручивается шестигранной или шлицевой отвёрткой.

Формирование профиля кости после удаления винта-заглушки не требуется.
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Sterilization and Instrument Care Procedures 
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PROSTHESIS  MANUAL
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Types of Abutment 61
Dual Abutment 62
Dual Milling / Angled / Temporary / Metal-Casting Abutment 63
Screw Abutment 65
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Prosthetic Procedure 1 67
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Fixture Level [Pick-up Type]- Dual Abutment 72
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Fixture Level [Pick-up Type]- Angled Abutment 80
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Cementation Repair Method (SCRP) 88

Prosthetic Procedure 4 90
Mini Ball Attachment 91
Angled Mini Ball Attachment 93
Magnetic Attachment 95
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Abutment Level

    

Spuare Round

Spuare Round Spuare Round

 

RoundSpuare 

(15°)

Spuare Round

Fixture Level

Ø3.6

Ø3.1

Anterior
(Maxilla, Mandibular)

Ø3.2

Ø3.1

Anterior
(Maxilla, Mandibular)

Ø3.6

Ø3.6

Premolar

Ø4.3

Ø4.3

Molar

Ø5.0

Ø5.0 Ø5.0

Molar

Ø6.0

Molar

(25°)

Spuare Round

User
Винтовой абатмент

User
Цилиндры

User
Двойной абатмент

User
Обтачиваемый абатмент

User
Угловые абатменты

User
Временный абатмент

User
Отливаемый абатмент
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  Square Round

 Positioning Jig Unnecessary Required

 Radiograph Required Unnecessary

Dual Abutment

Dual Abutment (Square / Round)

 Diameter  G/H Vertical Angle

 Ø3.7 0.5mm, 1.0mm, 2.0mm, 3.0mm, 4.0mm, 5.0mm 3.5°

 Ø4.3 0.5mm, 1.0mm, 2.0mm, 3.0mm, 4.0mm, 5.0mm 5°

 Ø5.5 0.5mm, 1.0mm, 2.0mm, 3.0mm, 4.0mm, 5.0mm 6°

 Ø6.5 0.5mm, 1.0mm, 2.0mm, 3.0mm, 4.0mm, 5.0mm 7°

Square / Round

RoundSquare

Dual Abutment

• It is possible to take an impression at both fixture level and abutment level.
•  If the abutment selection is made in the mouth, gauge the thickness of gingiva with depth gauge to decide  

the appropriate abutment gingival height.
• For abutment level impressions, the impression is taken with the snap cap.
• When using the Dual Abutment with abutment level impression, it remains in the mouth after the impression is taken.
• For fixture level impressions, the abutment selection takes place on the master model.
• For fixture level impressions, a precise positioning jig for abutment may be required.
• Either square or round abutments may be used, according to operators preference.

*  If a cement retained restoration requires retrieval, cutting a hole in the occlusal surface would allow access to the  
screw to permit removal.

A°
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Dual Milling / Angled / Temporary / Metal-
Abutment

Angled Abutment

•  The Angled Abutment is recommended when the restoration path of  
insertion is unfavorable in either anterior or posterior sites.

• Retention force can be increased through milling process.

Square Round

Square Round Square Round
(15°) (25°)

Square Round

Temporary Abutment

• Temporary Abutments are available with titanium.
• The titanium abutment comes in square and ronud both with a gingival height of 1.0mm.

Metal-Casting Abutment

• Equivalent results for a fraction of the price.
• Our highly affordable metal alloy replaces expensive gold to alleviate financial burden to all.

Dual Milling Abutment Temporary Abutment

Metal-Casting Abutment

Angled Abutment
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Ø4.3

Ø4.3

1.0mm

1.0mm

Ø3.7

Ø3.7

1.0mm

1.0mm

X

Dual Milling / Angled / Temporary / Metal-Casting 
Abutment

 Abutment Diameter G/H Angle

RoundSquare

Fixture Level Abutment (Square / Round)

Angled
Abutment

Dual Milling
Abutment

Ø3.7

Ø3.7

Ø4.3

Ø5.5

Ø4.3

1.0mm
2.0mm
3.0mm

1.0mm
2.0mm
3.0mm

1.0mm
2.0mm
3.0mm

1.0mm
2.0mm
3.0mm

1.0mm
2.0mm
3.0mm

1.0mm
2.0mm
3.0mm

15° / 25°

15° / 25°

15° / 25°

Square Round

Square Round

Metal-Casting
Abutment

X

X

Square Round

Temporary
Abutment

Ø5.5

Ø6.5

1.0mm
2.0mm
3.0mm 
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Screw Abutment

If prosthesis repair is anticipated, use of a Screw Abutment retained prosthesis enables easy 
retrieval.

• Useful for connecting multiple units or when there is a preference for a screw retained prosthesis.
•  Useful when respective long axes of implants differ.  

Each side tapers by 30° and this permits up to 60° divergence between two abutments.
•  Useful when the prognosis of an adjacent restoration is not ideal thus permitting easy retrieval and modification  

of the restoration.

Screw Abutment

Angled Screw Abutment

 Diameter G/H

 Ø5.0 0.5mm, 1.0mm, 2.0mm, 3.0mm, 4.0mm, 5.0mm

 Diameter G/H Angle

 Ø4.3 1.0mm,  2.0mm, 3.0mm 10° / 20° / 30° 

Ti-Retaining Screw (1.6mm - body diameter)

• Can minimize screw loosening due to increased approximal space.
• Can endure various kinds of masticatory force.

Screw Abutment

Ø 1.9

Ø 1.6

Ø 1.9

Ø 1.6
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Points to Consider in Abutment Selection

Dual Abutment

Dual Milling Abutment

Angled Abutment

Screw Abutment

Metal-Casting Abutment

Temporary Abutment

Abutment Impression Recommendation

Cementation type, screw-cementation type

Cementation type, screw-cementation type

Cementation type, screw-cementation type

Screw retained type

Cementation type, screw-cementation type

Cementation type, screw-cementation type

Fixture level impression 
or abutment level impression

Fixture level impression

Fixture level impression

Abutment level impression

Fixture level impression

Fixture level impression

Considerations in Selecting an Abutment

• Esthetic requirement
• Implant angulation
• Implant location
• Fixture installation depth (Gingival height)
• Interarch distance
• Prosthesis type
• Dentist & dental technician's preference

Impression of Implant

According to the case the impression can be taken at abutment or fixture level.

1 Dual Abutment
2 Dual Milling Abutment
3 Angled Abutment (15° / 25°)
4 Metal-Casting Abutment
5 Temporary Abutment (Titanium)

1 Dual Abutment
2 Screw Abutment
3 Angled Screw Abutment (10° / 20° / 30°)

Fixture Level Abutment Level
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Comfort Cap
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Prosthetic Procedure 1
Impression Technique and Restoration Selection

Dual Abutment 

Closed Tray Technique

Cemented Restoration

Modification

Abutment Level Impression

Impression Coping
(Burn-Out Cylinder, Comfort Cap, Abutment Holder)

Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Analog
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Dual Abutment
Square / Round  

Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5
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Abutment Level- Dual Abutment
[Multiple Units]

Remove the Healing Abutment after 
formation of soft tissue.

Dual Abutment (Square / Round) Select the Dual Abutment by diameter 
and gingival height.

Clinical Procedure

Chairside

Retighten after 15 minutes
tighten it to 20N·cm.

Seat the plastic cap over the abutment. Injection of impression material

Cover Screw Healing Abutment Dual Abutment Comfort Cap Temporary 
Restoration

Abutment Level
Impression
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Abutment Level- Dual Abutment
[Multiple Units]

Insertion of abutment level analog
 into impression

Make sure analog seats securely into 
the impression cap (line up the flat side of 

analog to the flat side of the cap).

Soft tissue model

Labside

Fabrication of master cast Seat burn-out cylinder securely  
into analog.

Consider distance of opposing teeth, 
modify burn-out cylinder to its proper 

height if needed.

Fabrication of burn-out cylinder and 
plastic bar in preparation for wax-up

Completion of wax-up Fabrication of metal framework

Lab Analog Connection Crown Wax-up Final Restoration
Cementation Type

Laboratory Procedure
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Abutment Level- Dual Abutment
[Multiple Units]

Trimming of the extended margin by 
using the rubber wheel

Reamer is used to eliminate "Lip" caused 
by 'snap-on' mechanism.

Metal framework after removal of "Li

Metal framework Porcelain build-up Final prosthesis

Access hole is made when burn-out 
cylinder is used to do the wax-up.

Extended margin around the metal 
framework due to 'snap-on' mechanism

SCRP:  Once an access hole has been created, it can be converted to a SCRP (Screw & Cemented Retained Prosthesis).

Eliminate the lip remnant caused by 
'snap-on' mechanism by reamer.  

Metal framework after removal of "Lip" Metal framework

Final prosthesis

Trim extended margin by rubber wheel
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Prosthetic Procedure 2

Dual / Dual Milling / Angled / Metal-Casting / Temporary Abutment 

Fixture Level Impression

Impression Coping Transfer
Square / Round 
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Dual
Abutment

Square / Round
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Analog
Ø3.5 / Ø4.3

Impression Technique and Restoration Selection

Angled
Abutment

Square / Round
15° / 25°

Ø3.7 / Ø4.3 / Ø5.5

Metal-Casting
Abutment

Square / Round
Ø3.7 / Ø4.3

Temporary
Abutment

Square / Round
Ø3.7 / Ø4.3

Square Round
Square Round

Impression Coping Pick-up
Square / Round 
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5

Closed Tray Technique
(Simple case)

Open Tray Technique
(Complication case)

Cemented Restoration

Modification

Screw-Retained Restoration

Modification

Dual Milling
Abutment

Square / Round
Ø3.7 / Ø4.3 / Ø5.5 / Ø6.5



NR Line Product Catalog72

Fixture Level [Pick-up Type]- Dual Abutment
[Multiple Units]

Open tray impression (pick-up)

Clinical Procedure

Chairside

Apply adhesive on open tray
(Individual tray).

Injecting the impression material

Impression taking Remove the screw before removing 
the impression tray.

Inner side of impression

Healing Abutment Impression Coping
Pick-up Type

Fixture Level Impression 
Open Tray
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Connect a proper abutment.

Fixture Level [Pick-up Type]- Dual Abutment
[Multiple Units]

Connect lab analog with 
impression coping.

Soft tissue model

Laboratory Procedure

After surveying of abutment, 
milling is possible if necessary.

Fabrication of positioning jig Fabrication of the cap with pattern resin

Wax-up Metal framework Final prosthesis
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Fixture Level [Pick-up Type]- Dual Abutment
[Multiple Units]

Use positioning jig to transfer the 
abutment in model to oral cavity then 

tighten it to 20N·cm.
Retighten after 15 minutes.

Insertion of the final prosthesis and 
occlusal adjustment

Formation of access hole with long 
transfer coping screw

Wax-up Metal framework

SCRP- Labside

Final prosthesis Use positioning jig to transfer the 
abutment in model to oral cavity then 

tighten it to 20N·cm.
Retighten after 15 minutes.

*  In the process of seating the prosthesis, the prosthesis can be rebounded by gingival tissue.  
In this case it is advised to apply occlusal load on the prosthesis for 10~15 minutes.

*  In the process of seating the prosthesis, the prosthesis can be rebounded by gingival tissue.  
In this case it is advised to apply occlusal load on the prosthesis for 10~15 minutes.

Insertion of final prosthesis and 
adjustment of occlusion

Chairside

SCRP- Chairside
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Fixture Level [Transfer Type]- Dual Abutment
[Multiple Units]

Second stage surgery (Uncovering) Soft tissue formed around 
Healing Abutment

Transfer type impression coping

Clinical Procedure

Chairside

Seating the impression coping which has 
the same diameter as Healing Abutment

Impression of fixture level Injection of impression material

Impression taking Inner side of the impression

Healing Abutment Impression Coping
Transfer Type

Fixture Level Impression 
Closed Tray
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Fixture Level [Transfer Type]- Dual Abutment
[Multiple Units]

Laboratory Procedure

Labside

Fabrication of master cast Soft tissue condition after removal
of impression coping

Measuring gingival height 
with depth gauge

Selection of Dual Abutment of proper 
diameter and gingival height

Verify by surveying the selected 
abutment. (Milling of the abutment is 

possible if necessary)

Fabrication of positioning jig

Lab Analog Connection Crown Wax-up Final Restoration
Cementation Type



NR Line Product Catalog 77

Fixture Level [Transfer Type]- Dual Abutment
[Multiple Units]

Seat the cap with pattern resin Completion of wax-up Completion of metal framework

Final prosthesis Use positioning jig to transfer the 
abutment in model to oral cavity then 

tighten it to 20N·cm.
Retighten after 15 minutes.

Insertion of final prosthesis, and
adjustment of occlusion. Prior to 

cementation, place wax into abutment 
screw hole to protect screw head.

Make an access hole in the resin cap by 
using the long transfer coping screw.

Completed wax-up Metal framework

SCRP- Labside

Final prosthesis Use positioning jig to transfer the 
abutment in model to oral cavity then 

tighten it to 20N·cm.
Retighten after 15 minutes.

*  In the process of seating the prosthesis, the prosthesis can be rebounded by gingival tissue.  
In this case it is advised to apply occlusal load on the prosthesis for 10~15 minutes.

Insertion of final prosthesis and occlusal 
adjustment. Place wax into screw hole 
of the abutment prior to sealing with 

Chairside

SCRP- Chairside
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Fixture Level [Transfer Type]- Dual Milling Abutment

Lab Analog Connection Dual Milling Abutment
 Connection Modification Crown Wax-up Final Restoration

Cementation

Healing Abutment Impression Coping
Transfer Type Fixture Level Impression 

Placement of Healing Abutment Placement of impression coping with 
the same diameter as Healing Abutment

Chairside

Injecting of impression material Impression taking Impression coping formation on the 
inside of impression is observable.

(Traces of impression coping on the 

Clinical Procedure

Laboratory Procedure
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Fixture Level [Transfer Type]- Dual Milling Abutment

[Single Unit]

Impression coping and analog 
connection and insert impression 

coping into the impression.

Soft tissue model Master cast

Labside

Selection of appropriate Dual Milling 
Abutment

Abutment after milling process Fabrication of positioning jig

Fabrication of pattern resin cap Completion of wax-up Metal framework

Use positioning jig to transfer the 
abutment in model to oral cavity then 

tighten it to 20N·cm.
Retighten after 15 minutes.

Insertion of final prosthesis and 
occlusal adjustment

*   In the process of seating the prosthesis, the prosthesis can be rebounded by gingival tissue.  
In this case it is advised to apply acclusal load on the prosthesis for 10~15 minutes.

Final prosthesis
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Fixture Level [Pick-up Type]- Angled Abutment
[Single Unit]

Injecting impression material

Chairside

Impression taking 
(individual tray with holes)

Unscrew, then remove the impression. Removed impression

Laboratory Procedure

Placement of pick-up impression copingPick-up type impression coping

Angled Abutment Impression Coping
Pick-up Type Fixture Level Impression 

Lab Analog Connection Angled Abutment
Connection Modification Framework Wax-up Final Restoration

Cementation

Clinical Procedure
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Fixture Level [Pick-up Type]- Angled Abutment
[Single Unit]

Impression coping with analog 
connections

Soft tissue formation and fabrication of 
master model

Unscrew then separate impression 
from the model.

Labside

Master cast Select an Angled Abutment. Modification of Angled Abutment 
& fabrication of positioning jig

Fabrication of pattern resin cap Wax-up Metal or zirconia framework

Final prosthesis Insertion of the Angled Abutment 
using positioning jig

Insertion of final prosthesis and 
occlusal adjustment
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Fixture Level- Metal-Casting Abutment
[Single Unit]

Placement of Metal-Casting Abutment Completed custom abutment Fabrication of positioning jig

Laboratory Procedure

Labside

Fabrication of pattern resin cap Wax-up Metal framework

Final prosthesis Insertion of custom abutment using 
positioning jig

Insertion of final prosthesis and
occlusal adjustment

Chairside

Lab Analog Connection Metal-Casting Abutment
Connection Modification Abutment Wax-up Final Restoration

Cementation
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Fixture Level [Pick-up Type]- Temporary Abutment

[Single Unit]
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Metal 
Cylinder
Ø5.0

Temporary Restoration

Prosthetic Procedure 3
Impression Technique and Restoration Selection

Screw Abutment

Open Tray Technique Closed Tray Technique

Screw-Retained Restoration 

Abutment Level Impression

Screw Abutment
Ø5.0

Analog
Ø5.0 

Angled Screw Abutment
Square / Round 

10° / 20°/ 30° 
Ø4.3

Impression Coping Transfer
Ø5.0

Polishing Protector
Ø5.0

Ti-Retaining Screw

Impression Coping Pick-up
Ø5.0

Burn-out 
Cylinder
Ø5.0

Ti-Temporary 
Cylinder
Ø5.0

Ti-Cylinder
Ø5.0
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Abutment Level [Transfer Type]- Screw Abutment
[Multiple Units]

Select and seat an appropriate 
Screw Abutment with delivery holder.

Tighten it to 20N·cm. 
Retighten after 15 minutes with Screw 

Abutment adaptor.

Chairside

Screw Abutment transfer coping 
(abutment level)

Placement of impression copings Injecting impression material

Impression taking Inner-side of impression Placement of comfort cap on 
Screw Abutment

Clinical Procedure

Cover Screw Healing Abutment Screw Abutment Impression Coping
Transfer Type

Abutment Level
Impression
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Abutment Level [Transfer Type]- Screw Abutment
[Multiple Units]

Connecting impression coping with 
Screw Abutment analog

Positioning impression coping and 
analog assembly in the exact location 

of the impression

Soft tissue model

Labside

Fabrication of master cast Removal of impression coping Connect the Screw Abutment cylinder 
then tighten it with ti-retaining screw.

Consider the distance with opposing 
teeth, then trim cylinder to its 

appropriate height.

Connect the plastic bar in the middle of 
trimmed Screw Abutment to help 

support the wax pattern. 
Wax pattern may have shrinkage.

Wax-up

Laboratory Procedure

Lab Analog Connection Cylinder Connection Modification Abutment Wax-up Final Restoration
Screw Retained
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Metal framework Removal of lip remnant in the interior of 
metal framework using reamer

Completion of metal framework

Completion of final prosthesis Insertion of final prosthesis and 
occlusal adjustment. Tighten with 

ti-retaining screw (20N·cm).

Abutment Level [Transfer Type]- Screw Abutment
[Multiple Units]
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Cementation Repair Method (SCRP)
[Screw & Cement Retained Prosthesis]

In Light of Implant Prosthesis: 

•  A screw type restoration helps to simplify prosthesis repair, including insertion and removal of the prosthesis if necessary.

•  Cement type restoration tend to have a stable occlusion and may enhance the adaptability. 
However the weak point is that it cannot be removed after permanent cementation.

• A dual abutment can be cemented or screw retained.

In order to unscrew, form access hole on 
the occlusal surface with bur.

Unscrew, then remove the prosthesis 
from the oral cavity.

Both cemented prosthesis and 
abutment are removed.

Finish the repair then seat it inside 
the oral cavity.

Tighten the prosthesis with 
20N·cm by a screw driver

Fill the access hole with cotton. Fill the access hole with resin. Final prosthesis

In Case of Screw Loosening or if Prosthesis Repair is Needed

In case of the following:
screw loosing or prosthesis repair

* It is recommended that the abutment screw is
retightened after 15 minutes. 
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Cementation Repair Method (SCRP)
[Screw & Cement Retained Prosthesis]

Prosthesis loosening due to contact 
loosening.

Form access hole using bur. Unscrew, then remove the cemented 
prosthesis with abutment in the oral cavity.

Contact adding with resin on the 
prepared under space.

Insert the prosthesis in the oral cavity and 
screw it in afterwards perform light 

curing. And then polish the contact area.
It is recommended that the abutment 
screw is retightened after 15 minutes.

Position the prosthesis in the oral cavity 
and tighten the screw with 20N·cm, 

then fill up the access hole.

Adding to the Interproximal Contact Surface due to Prosthesis Loosening

Remove the screw completely with 
square driver and remove prosthesis

from the patient's mouth.

Apply cement to the prosthesis. Place it back into the patient's mouth.

After the cement setting, unscrew and 
remove the excessive cement.

Finish the repair and seat it inside
the patient's mouth.

Tighten the prosthesis with 
20N·cm with a screw driver.

Separation of Prosthesis with Abutment due to Cement Loss
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Prosthetic Procedure 4
Impression Technique and Restoration Selection

Overdenture Procedure
Mini Ball / Magnetic Attachment

Abutment Level Impression

Mini Ball Abutment
Ø3.5

Implant Keeper
Ø4.5 / Ø5.5

Mini Ball Impression Coping

Socket Spacer

Mini Ball and Socket Attachment
for Overdenture

Magnetic Attachment
for Overdenture

Mini Ball Analog

Mini Denture Socket Mini O-ring Magnetic Assay

Angled Mini Ball Abutment
Square / Round 

10° / 20°/ 30° 
Ø4.3
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Mini Ball Attachment

Take impression for the making of 
individual tray.

Connect the Mini Ball Abutment 
onto the fixture.

Affix the impression coping 
on the Mini Ball Abutment.

Apply the impression material. Take the final impression with the 
prepared individual tray.

After the impression material is set, 
discard the individual tray.

Image of the final impression 
(with impression coping)

Socket spacer Fabrication of denture 
with conventional method

Mini Ball Analog Insert analogs into the 
embedded impression coping.

Create the master model.

Labside

Chairside

Produce the individual tray for 
denture impression.
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Case 2

Connect the female sockets to the 
Mini Ball Abutments in the intra-oral.

Create holes for placement 
of female sockets.

Apply the resin into the holes and 
wait until it is completely set. 

Female sockets are placed 
in the denture.

Examine the interference betw
inner surface of the holes and t

female sockets.

Apply resin around the female sockets.

Case 1

Secure spaces for the female sockets. Connect the female sockets to the 
Mini Ball Abutments in the intra-oral.

Apply small amount of the resin 
into the secured area.

Position the denture in the oral cavity and 
wait until the resin is completely set.

Female sockets are placed 
in the denture.

After polishing, the overdenture
is completed.

Chairside

Chairside

After polishing, the overdenture
is completed.

Mini Ball Attachment



NR Line Product Catalog 93

Case 1

Secure spaces for the female sockets.

Chairside

Angled Mini Ball Attachment

Connect the female sockets to the 
Angled Mini Ball Abutments in the 

intra-oral.

Apply small amount of the resin 
into the secured area.

Position the denture in the oral cavity and 
wait until the resin is completely set.

Female sockets are placed 
in the denture.

After polishing, the overdenture
is completed.
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Angled Mini Ball Attachment

Case 2

Connect the female sockets to the 
Angled Mini Ball Abutments in the 

intra-oral.

Create holes for placement 
of female sockets.

Apply the resin into the holes and wait 
until it is completely set. 

Female sockets are placed 
in the denture.

Examine the interference between 
inner surface of the holes and the 

female sockets.

Apply resin around the female sockets.

Chairside

After polishing, the overdenture
is completed.
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Magnetic Attachment

After Healing Abutment removal Connect implant keeper with fixture and 
tighten it with 20N·cm.

Implant keepers connected with 
the fixtures

Position the Magnetic Assay on the 
implant keeper.

Secure spaces for the Magnetic Assays. Examine the interference between inner 
divot of the denture and the magnets.

Case 1

Apply resin on the divot of the 
denture's inner surface.

Magnetic Assays are placed 
in the denture.

Apply some of resin around the 
Magnetic Assays.

After the resin is completely set, 
remove excess. After polishing, the 

overdenture is completed.

Position the denture into the mouth and 
wait until the resin is completely set.

Chairside
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Magnetic Attachment

Create holes for the placement of
 the magnets.

Examine the interference between 
inner surface of the holes and 

Position the denture in the mouth 
and apply small amount of resin into 

After setting, remove denture f
the mouth.

Wait until the resin is completely set. Add the resin around the magnets.

Case 2

After polishing, the overdenture is 
completed.



NR Line Product Catalog 97











NRPMC-1507 [Rev.2]

Specifications are subject to change without any notice.
Some products listed in this catalog are not available in the market due to pending approval.

HEAD OFFICE   
501 Gyeonggi R&DB Center, 105 Gwanggyo-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, Korea [443-270]     
T +82-31-888-5431   F +82-31-888-5430
E-mail biz_mail@dentium.com  /  www.dentium.com

NR Line
Product/Manual Catalog


